
O
P

P
T

2
7
.1

M12

13

1
0

4
5
.5

30

41.5

1
5
.9

1
8
.8

12

OF max.

RF m in.

PT max.

OT min.

MD max.

OP

200g

50g

1.2mm

0.6mm

0.5mm

21.3 0.4mm 

COM

NC

NO

1 23
SPDT(1a1b)

COM

NC

453
SPST-NC(1b)

COM

NO

4 63
SPST-NO(1a)

3.1
+0.13
+0.03

3.4
+0.13
+0.03

 3.1 10.3

5.5

6.5

6.5

3.5

1.6

+0.13
+0.03

22. 2± 0. 2

1
0.
3±
0.
1

Button

Crus t

Term inal

Contact

Spring89

<=

t=0.5

4.75±0.1 6.35±0.1

4

7.7

3.2
8

1.65

t=0.8

12

10.3

1.3

t=0.5

4.75±0.1

3.5

6.5 1.6

5.5

6.5

M3x5 

9

6.5

2.9

6.7

t=0.8

15.7

t=0.8

1.6

10

1.7

9.5

7.5

6.35±0.1

4

#187

#187

#250

#250

Einbau-Drucktaster DS438       Best.Nr. 420783...788



Specification

Data

Mechanical

Electrical

Misoperation

Durable

Misoperation

Every term inal

	  Non-connection wire

Electrical

Mechanical

Ope ra ting temperat ure

humidityOperating

Protection degree

Life

Impact

Vibration

Withs tand voltage

Contact res is tance

Insulation resis tance

Operating frequency

Operating speed

Item

0.1mm-1m /s

600times/m in

40times/m in

100MΩ (Above) DC500V

25m (initial value)Ω

1500VAC

2000VAC

10-55Hz Amplitude 1.5mm

1000m /s

300m /s

100,000 above

1,000,000 above

IP40

-25~+80

<85%

Rating

Ue(V) Ie(A) Ith(A)

AC-250 7.5 10

AC-125 15 20

DC-250 0.3 0.45

DC-125 0.6 0.75

°C


