
Data Sheet

The Power of One

Barracuda
®

Key Advantages

• Doubleyourcapacityanddrivedowncostswiththeindustry’sfirst
1TB-per-diskharddrivetechnology.

• Upto3TBcapacitywith7200-RPMperformance.Whycompromise?

• SATA6Gb/sinterfaceoptimizesburstperformance

• SeagateAcuTrac™servotechnologydeliversdependableperformance,
 evenwithharddrivetrackwidthsofonly75nanometers.

• SeagateOptiCache™technologyboostsoverallperformance 
 byasmuchas45%overthepreviousgeneration.

• SeagateSmartAlign™technologyprovidesasimple,transparent 
 migrationtoAdvancedFormat4Ksectors.

• FreeSeagateDiscWizard™softwareallowsyoutoinstalla3TBhard
 driveinWindows,includingXP,withoutUEFIBIOS.

Best-Fit Applications

• Desktoporall-in-onePCs

• Homeservers

• PC-basedgamingsystems

• DesktopRAID

• Direct-attachedexternalstoragedevices(DAS)

• Network-attachedstoragedevices(NAS)



The Power of One

Barracuda
®

Specifications 3TB1 2TB1 1.5�TB1 1TB1 75�0GB1 5�00GB1 320GB1 25�0GB1

Model Number ST3000DM001 ST2000DM001 ST1500DM003 ST1000DM003 ST750DM003 ST500DM0022 ST320DM0002 ST250DM0002

Interface Options SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ

Performance

Spindle Speed (RPM) 7200 7200 7200 7200 7200 7200 7200 7200

Cache, Multisegmented (MB) 64 64 64 64 64 16 16 16

SATA Transfer Rates Supported (Gb/s) 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5 6.0/3.0/1.5

Seek Average, Read (ms) <8.5 <8.5 <8.5 <8.5 <8.5 <11 <11 <11

Seek Average, Write (ms) <9.5 <9.5 <9.5 <9.5 <9.5 <12 <12 <12

Average Data Rate, Read/Write (MB/s) 156 156 156 156 156 125 125 125

Max Sustained Data Rate, OD Read (MB/s) 210 210 210 210 210 144 144 144                        

Configuration/Organization

Heads/Disks 6/3 6/3 4/2 2/1 2/1 2/1 2/1 1/1

Bytes per Sector 4096 4096 4096 4096 4096 4096 or 5122 4096 or 5122 4096 or 5122

Voltage

Voltage Tolerance, Including Noise (5V) +10%/–5.0% +10%/–5.0% +10%/–5.0% +10%/–5.0% +10%/-5.0% +10%/–5.0% +10%/–5.0% +10%/–5.0%

Voltage Tolerance, Including Noise (12V) +10%/–7.5% +10%/–7.5% +10%/–7.5% +10%/–7.5% +10%/–7.5% +10%/–7.5% +10%/–7.5% +10%/–7.5%

Reliability/Data Integrity

Contact Start/Stop Cycles — — — — — 50,000 50,000 50,000

Load/Unload Cycles 300,000 300,000 300,000 300,000 300,000 — — —

Nonrecoverable Read Errors per Bits Read, Max 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14

Annualized Failure Rate (AFR) <1% <1% <1% <1% <1% <1% <1% <1%

Power-On Hours 2400 2400 2400 2400 2400 2400 2400 2400

Power Management

Startup Power (A) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Operating Mode, Typical (W) 8.0 8.0 6.70 5.90 5.90 6.19 6.19 6.19

Idle2 Average (W) 5.40 5.40 4.50 3.36 3.36 — — — 

Idle Average (W) — — — — — 4.60 4.60 4.60

Standby Mode (W) 0.75 0.75 0.75 0.63 0.63 0.79 0.79 0.79

Sleep Mode (W) 0.75 0.75 0.75 0.63 0.63 0.79 0.79 0.79

Environmental

Temperature

    Operating (ambient min °C) 0 0 0 0 0 0 0 0

    Operating (drive case max °C) 60 60 60 60 60 60 60 60

    Nonoperating (ambient °C) −40 to 70 −40 to 70 −40 to 70 −40 to 70 −40 to 70 −40 to 70 −40 to 70 −40 to 70

Physical

Height (mm/in) 26.11/1.028 26.11/1.028 26.11/1.028 20.17/0.7825 20.17/0.7825 19.98/0.787 19.98/0.787 19.98/0.787

Width (mm/in) 101.6/4.0 101.6/4.0 101.6/4.0 101.6/4.0 101.6/4.0 101.6/4.0 101.6/4.0 101.6/4.0

Depth (mm/in) 146.99/5.787 146.99/5.787 146.99/5.787 146.99/5.787 146.99/5.787 146.99/5.787 146.99/5.787 146.99/5.787

Weight (g/lb) 626/1.38 626/1.38 535/1.18 400/0.88 400/0.88 415/0.92 415/0.92 415/0.92

Carton Unit Quantity 20 20 20 25 25 25 25 25

Cartons per Layer 40 40 40 40 40 40 40 40

Cartons per Pallet 8 8 8 8 8 8 8 8

Special Features

Seagate OptiCache™ Technology Yes Yes Yes Yes Yes No No No

Seagate AcuTrac™ Technology Yes Yes Yes Yes Yes No No No

Seagate SmartAlign™ Technology Yes Yes Yes Yes Yes Yes2 Yes2 Yes2

 

www.seagate.com

1Onegigabyte,orGB,equalsonebillionbytesandoneterabyte,orTB,equalsonetrillionbyteswhenreferringtodrivecapacity.
2Seagateshipsthisdriveinboth4K-and512-bytesectors.SmartAligntechnologyisincludedon4Ksectordrives.Bothdrivesarefunctionallyandphysicallyequivalent.
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